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Premium Filter Packs

...crystal clear water

High

performance

fi lter beads

SAVE ENERGY
Reduced backwash times

SAVE TIME
Longer time between 

backwash cycles

CLEAN INSTALLATION
Dustfree and safe filling

SAVE MONEY
No abrasion, 

lower running costs

LONG-LASTING DURABILITY
High crushing strength 
through high density

LOW RISK OF BIOFILM
Smooth surface 

prevents biofouling

SMALLER CARBON FOOTPRINT
Less energy, less backwash water, 

long lifespan

SAVE BACKWASH WATER
Up to 40 % less water

REDUCTION OF 
CHEMICAL AGENTS

Lower chlorine 
oxidation demand

OPTIMIZED FILTER BED
Stable filtration performance

Application Fields

Private Pools
SiLibeads® 

Thousands of successful 
installations worldwide.

Public Pools
SiLibeads® 

Powering large indoor and outdoor 
fi lter systems of public pools, 
educational facilities and therapy spas.

BIO-Pools & Ponds
SiLibeads® 

Producing perfect water quality in 
Bio-Pools and ponds worldwide.

Hotel Pools & Spas
SiLibeads® 

Installed in pool fi lter systems of the world’s 
largest hotel chain.

Certifi cation
NSF 50 & NSF 61 
DIN 19643 listed

Certifi cation
NSF 50 & NSF 61 

Certifi cation
NSF 61 

DIN 19643 listed

Certifi cation
NSF 61 

Certifi cation
NSF 61 

Ø 0.5 - 1.0 mm

Ø 0.4 - 1.2 mm

Ø 1.2 - 2.5 mm

Ø 2.8 - 4.0 mm

Ø 3.8 - 6.0 mm
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Ø 0.5 - 1.0 mm

Ø 0.4 - 1.2 mm

Ø 1.2 - 2.5 mm

Ø 2.8 - 4.0 mm

Ø 3.8 - 6.0 mm
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The Problem
Conventional fi lter materials, like sand and crushed glass, are prone to fungi, bacteria, 
algae, and calcifi cations due to their porous structure.
Dirt and germs collect in the pores, multiplying in warm water.
Backwashing can’t fully remove these contaminants, necessitating the use of expensive 
and harmful chemicals.

Filter sand

The Solution
Highly eff ective fi ltering process 
SiLibeads® have outstanding fi ltration properties owing to their consistent geometri-
cal shape which results in a homogenous fi lter bed. Suspended particles are com-
pletely removed during the backwashing process and the fi lter material will stay as 
clean and effi  cient as the day it was installed.
Crystal clear, hygienic water 
The special surface properties of the refi ned SiLibeads® prevent any 
accumulation of bacteria, fungi, algae and calcifi cations.
Economics
Filters using SiLibeads® can absorb up to 25 % more particles resulting in longer 
intervals between cleanings. Additionally, SiLibeads® allow for shortened rinsing 
periods at lower speeds resulting in water and energy savings.
Reduces the use of chemical agents
SiLibeads® suppress the formation of biofi lm and prevent unwanted contamination 
of the fi lter. The cleaning agents therefore work with greater effi  cacy where they are 
needed – in the water and not in the fi lter.

The costs for chemical agents are signifi cantly reduced.

...crystal clear water

SiLibeads® Premium Filter Packs for use in public and private swimming pool fi lters

Art. No. Gradation    
[mm]

US Size
Mesh

Application Bulk Density Filtration 
Rate Backwash Rate NSF

Certifi cation

Filtration 
Media

Support 
Media [kg/l] [lb/ft.³] [m/h] [gpm/ft.2] [m/h] [gpm/ft.2]

NSF 
50

NSF 
61

4500510 0.5 - 1.0 18/35 x 1.49 93.02 12 5 40 16 x x

4500412 0.4 - 1.2  16/40 x 1.49 93.02 12 5 40 16 x x

4500713 0.7 - 1.3  14/25 x 1.50 93.64 12 5 40 16 x

4501225 1.2 - 2.5 8/16 x 1.51 94.27

Support/hydraulic layer only!

x

4502840 2.8 - 4.0 5/7 x 1.53 95.52 x

4503860 3.8 - 6.0 3/5 x 1.53 95.52 x
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